








88

Electrical
Finish:  Painted Green or Pregalvanized   Stock Length:  10' & 20'  Order By:  No., Size and Finish

Power-Strut® Engineering Catalog

PS 671 – Strut Suspension Member

Weight/100 pcs:  70 lbs.

17⁄8"

11⁄16"

121⁄32"

325⁄32"

PS 2800 – Inside Strut Joiner PS 2802 – “Elbow” Inside Strut Joiner

PS 2801 – “T” Inside Strut JoinerPS 2803 – “Cross” Inside Strut Joiner

Weight/100 pcs:  20 lbs. Weight/100 pcs: 27 lbs.

Weight/100 pcs:  35 lbs.

Material: Cast aluminum

Jam screws included

Weight/100 pcs: 45 lbs.

Material: Cast aluminum

Jam screws included

Material: Cast aluminum

Jam screws included

Material: Cast aluminum or electro-galvanized

Jam screws included

Note: electro-galvanized is not UL Listed

PS 2700 – Inside Strut Joiner

Material: Extruded aluminum

Jam screws included

Weight/100 pcs: 12 lbs.

PS 500, PS 520,
PS 560

PS 649, PS 693, PS 694, PS 805, PS 942, PS 2582 – Electrical Joiner  

Part  
No.

A Use With Finish
Wt./100 

pcs
PS 805

15⁄8"

PS 100 EG, GRN 106

PS 2582 PS 150 EG 103

PS 649 PS 200, PS 210

EG, GRN

100

PS 694 13⁄8" PS 300 97

PS 693 11⁄16" PS 400 97

PS 942 13⁄16" PS 500, PS 520 80
Stock Size:  (.060)

Assembly:  1 Splice Plate Clevis (GRN),  
1 Tapped Plate (EG), 1 Backplate (GRN),  
4 Flat Head Machine Screws (EG).

63⁄4"
A

1⁄4" X 5⁄8" Flat Head Machine Screws
and 4 Hole Splice Plate Nut Included

14 Gage 

Threaded 
Plate Nut
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Finish:  Painted Green or Pregalvanized   Stock Length:  10' & 20'  Order By:  No., Size and Finish
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PS 760 – Bus Duct Connection Clevis

Weight/100 pcs:  93 lbs.

A

17⁄8"
1⁄2"

13⁄16"

PS 1500 – Porcelain Cable Rack InsulatorsPS 1510 – Maple Cable Saddle

PS 791 – Electrical Box Adapter Plate PS 2627 – Spacer Clevis

Weight/100 pcs:  35 lbs.

Stock Size:  (.060)

Assembly:  1 Plate, 2 Screws,  
2 Channel Nuts

Weight/100 pcs: 24 lbs.

Material: 12 gage

Cable  
Size

A B
Wt./100 

pcs
0"– 1" 3" 13⁄4" 31

1" – 11⁄2" 31⁄2" 2" 38
11⁄2"– 2" 4" 21⁄4" 47
2"– 21⁄2" 41⁄2" 21⁄2" 57
21⁄2" – 3" 5" 23⁄4" 68
3"– 31⁄2" 51⁄2" 3" 80
31⁄2" – 4" 6" 31⁄4" 94

Use With:  All 15⁄8" Channel

Assembly:   
	 Maple Part, 1 Spring Nut,  
	 1 Flat Head Screw

Note:  Specify Cable Diameter

Cable 
Diameter

A
Wt./100 

pcs

3" 3" 75

41⁄2" 4" 95

Use With:  All 15⁄8" channel

61⁄4" 3 Knockouts
7⁄8" Dia.

115⁄16"13⁄16"

115⁄16"

1⁄4" X 5⁄8" Flat Head 
Machine  Screws and 
Nuts Included

2"
121⁄32"

7⁄8" DIA.

2"

4"

1⁄8"

Flourescent Fixture

A
15⁄8"

B

 Hole Size A

PS 1801 – Square Maple Cable Clamps

Inside 
Diameter 

Size
A & B

Wt./100 
pcs

0"– 1" 31⁄2" 84

1"– 11⁄2" 4" 102

11⁄2"– 2" 41⁄2" 121

2"– 21⁄2" 51⁄2" 165

21⁄2" – 3" 6" 189

3"– 31⁄2" 61⁄2" 215

31⁄2"– 4" 7" 243

Use With:  All 15⁄8" Wide Channels.

Assembly:  Maple Part, 2 Stud Bolts, 2 Washers,  
2 Spring Nuts, 2 Square Nuts

Note:  Special maple clamps can be made to order.  
 Specify Cable Diameter.

 Hole Size

A
15⁄8" 

B

Part 
No.

Outside 
Width

Inside 
Width

Wt./100 
pcs

PS 760–1 213⁄32" 129⁄32" 57

PS 760–2 325⁄32" 39⁄32" 73

PS 760–3 43⁄4" 41⁄4" 84
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PS 722 – Porce -A- Clamp™

Part 
No.

Hole 
Size

A B
Wt./100 

pcs
PS722 3⁄8" 3⁄8"

17⁄8" 115⁄32" 25PS722 1⁄2"  1⁄2"

PS722 5⁄8"  5⁄8"

PS722 3⁄4"  3⁄4"

23⁄8" 21⁄32" 37
PS722 7⁄8"  7⁄8"

PS722 1" 1"

PS722 11⁄8" 11⁄8"

PS722 11⁄4" 11⁄4" 

27⁄8" 217⁄32" 58
PS722 13⁄8" 13⁄8"

PS722 11⁄2" 11⁄2"

PS722 15⁄8" 15⁄8"

PS722 13⁄4" 13⁄4"

4" 35⁄8" 76
PS722 17⁄8" 17⁄8"

PS722 2" 2"

PS722 21⁄8" 21⁄8"

PS722 21⁄4" 21⁄4"

41⁄2" 41⁄8" 90
PS722 23⁄8" 23⁄8"

PS722 21⁄2" 21⁄2"

PS722 25⁄8" 25⁄8"

PS722 23⁄4" 23⁄4"

51⁄8" 45⁄8" 109
PS722 27⁄8" 27⁄8"

PS722 3" 3"

PS722 31⁄8" 31⁄8"

PS722 31⁄4" 31⁄4"

61⁄8" 511⁄32" 130
PS722 33⁄8" 33⁄8"

PS722 31⁄2" 31⁄2"

PS722 35⁄8" 35⁄8"

PS722 33⁄4" 33⁄4"

71⁄4" 63⁄4" 160

PS722 37⁄8" 37⁄8"

PS722 4" 4"

PS722 41⁄8" 41⁄8"

PS722 41⁄4" 41⁄4"

PS722 43⁄8" 43⁄8"

PS722 41⁄2" 41⁄2"

Porce –A– Clamp™

•	 Non-Breakable TPE Material

•	 U.V. Resistant

•	 U.L. Listed

•	 Electro-galvanized or Stainless Steel Clamps

•	 Tapered Flange to Protect Cable

•	 Dielectric Strength 640 Volts Per Mil.

•	 One Piece

•	 Replaces Porcelain & Maple Cable Clamp

•	 For use in accordance with National Electrical Code 
	 ANSI/NFPA 70.

Replaces the two piece PS 723 Porcelain Cable Clamp

Includes: Everdur Hardware

Patents Pending

Strap Material:  Electro-galvanized steel or stainless steel

Use With:  All 15⁄8" channel

Temperature Range:  -50°F to +275°F

Hole Size 

A

B

PS 1610 – Maple Cable Clamp

Inside 
Diameter

A
PS 1100  

Size
Wt./100 

pcs

0 to 5⁄8" 15⁄16" 1" 24
1⁄2 to 1" 115⁄16" 11⁄2" 42

3⁄4 to 11⁄2" 23⁄8" 2" 54

11⁄4 to 13⁄4" 31⁄2" 3" 65

11⁄2 to 21⁄4" 4" 31⁄2" 84

2 to 21⁄2" 41⁄2" 4" 107

21⁄4 to 3" 59⁄16" 5" 123

3 to 4" 65⁄8" 6" 163

Use With:  All 15⁄8" Wide Channel

Assembly:  Maple Part, Pipe Clamp Assembly

Note:  Specify Cable Diameter

 Hole Size

A


