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PS LS – Clamping Nut with Long Spring

PS RS – Clamping Nut with Long Spring

PS SS – Clamping Nut with Short Spring

PS NS – Clamping Nut without Spring

PS NS S – Shallow Clamping Nut without Spring

Use With:  PS 100 and PS 150 Channel.

Size Threads
Wt./100 

pcs
1⁄4" 20 7.5
3⁄8" 16 10.2
1⁄2" 13 12.3
5⁄8" 11 15.8
3⁄4" 10 14.1

Use With:  PS 400, PS 500, PS 520, and PS 560 channel.

*PS SS 1⁄2" and PS SS 5⁄8" nuts have 3⁄8" body thickness.

Size Threads
Wt./100 

pcs

#8-32 32 7.0

#10-24 24 7.0

#10-32 32 7.0
1⁄4" 20 6.9
5⁄16" 18 6.7
3⁄8" 16 9.6
1⁄2" 13* 8.8
5⁄8" 11* 11.5
3⁄4" 10* 10.0

Use With:  PS 100, PS 150, PS 200, PS 210 and PS 300 channel.

*Can be used with PS 400, PS 500, PS 520 and PS 560 channel.

Size Threads
Wt./100 

pcs

#8-32
32*

8.0

#10-32 6.6

#10-24 24* 6.7
1⁄4" 20* 6.6
5⁄16" 18* 6.4
3⁄8" 16* 9.3
1⁄2" 13 11.4

Size Threads
Wt./100 

pcs
5⁄8" 11 15.2
3⁄4" 10 13.0
7⁄8" 9 14.0

Use With:  PS 200, PS 210  and PS 300 Channel.

Size Threads
Wt./100 

pcs
5⁄8" 11 15.5
3⁄4" 10 13.8
7⁄8" 9 14.3

Size Threads
Wt./100 

pcs

#8-32 32 7.0

#10-24 24 7.2

#10-32 32 7.2
1⁄4" 20 7.1
5⁄16" 18 7.0
3⁄8" 16 9.9
1⁄2" 13 11.9

Use With:  PS 500, PS 520, and PS 560 channel.

Size Threads
Wt./100 

pcs
1⁄2" 13 6.9

5⁄8" 11 9.7

3⁄4" 10 8.4

Finish:  Electro-galvanized   Order By:  No., Size and Finish

PS ML – Missing Link Multi-Purpose Strut Fastener

Use With:  Any slotted channel.

Size Threads
Wt./100 

pcs
1⁄2" 13 6.9

5⁄8" 11 9.7

3⁄4" 10 8.4

PS TG – Top Grip™ Nut

Part No. Size Threads
Wt./100 

pcs

PSTG 1⁄4  1⁄4" 20 7

PSTG 3⁄8 3⁄8" 16 10

PSTG 1⁄2* 1⁄2" 13 8

Use With:  All 15⁄8" Channel.

*PS TG 1⁄2" nut has a 3⁄8" body thickness
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PS 202 – Eyelet PS 205 – Eyelet with Stud

PS 204 – Linked Eyelets PS 203 – Linked Eyelet with Stud

Rod  
Size

A Stock Dia.
Max. Load 

lbs.
Wt.

100 pcs
3⁄8"

13⁄4" 3⁄8" 610
15

1⁄2" 18

Rod  
Size

A Stock Dia.
Max. Load 

lbs.
Wt./100 

pcs
3⁄8" 17⁄16"

3⁄8" 610
23

1⁄2" 13⁄8" 32

Thread 
Size

A Stock Dia.
Max. Load

lbs.
Wt./

100 pcs
3⁄8" 113⁄16"

3⁄8" 610
16

1⁄2" 13⁄4" 20

Rod  
Size

A Stock Dia.
Max. Load 

lbs.
Wt./100 

pcs
3⁄8" 17⁄16"

3⁄8" 610
27

1⁄2" 13⁄8" 45

A

A

1"

 
A

 A

1"

A

 A

Finish:  Electro-galvanized   Order By:  No., Size and Finish

PS 3500 3⁄8" - 5⁄8" – Seismic Rod Stiffener

Part No.
Wt./100 

pcs

PS 3500 3⁄8"–5⁄8" 16

PS KW – Kwik Washer™

1

2

Size
Load 
Lbs

Wt./100 
pcs

1⁄4" 250 1.2

3⁄8" 610 2.6

1⁄2" 1,130 9.3Use With:  Any channel.

PS 3500

THREADED
ROD

PS 200 ROD 
STIFFENER

PS 3500 HANGER ROD

For 3⁄8" thru 5⁄8" Rods
STIFFENER ASSEMBLY


