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Rollers
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PS 1901 – Two-Piece Pipe Roller

PS 815 – Two-Piece, Heavy Duty Pipe Roller

Chart for Dimension A

Pipe 
Size

No 
Insulation

Insulation Thickness

1" 11⁄2" 2" 21⁄2" 3" 4"
1⁄2"

61⁄2" 

61⁄2" 

– –

–

–

–

3⁄4"
65⁄8" 67⁄8"

1"

11⁄4"
67⁄8" 71⁄8" 73⁄8"

11⁄2"

2"
65⁄8" 71⁄8" 73⁄8" 71⁄2" 8" 

21⁄2"

3"
7" 71⁄2" 73⁄4" 77⁄8" 81⁄8"

31⁄2"

4" 65⁄8" 71⁄4" 75⁄8" 77⁄8" 8" 83⁄8" 9"Weight/100 pair:  268 lbs.

Use With:  1⁄2"-4" pipe

Load Rating:  500 lbs.

Material: 
	 Bracket - steel;  
	 Roller - cast iron (or aluminum)

Finish:  Green or galvanized;  
	 Roller - plain

Chart for Dimension A

Pipe 
Size

No 
Insulation

Insulation Thickness

1" 11⁄2" 2" 21⁄2" 3" 4"

6" 91⁄2" 101⁄4" 101⁄2" 103⁄4" 11" 113⁄8" 117⁄8"

8" 101⁄8" 

–

11" 113⁄8" 113⁄4" 12" 121⁄2" 

10" 103⁄4" 115⁄8" 12" 121⁄4" 121⁄2" 13" 

12" 111⁄4" 121⁄8" 121⁄2" 123⁄4" 13" 131⁄2"

14" 115⁄8" 121⁄2" 127⁄8" 13" 133⁄8" 14" 

16" 121⁄8" 13" 133⁄8" 137⁄8" 14" 141⁄2"Weight/100 pair:  680 lbs.

A

21�2"

2"

A

31�2" 33�4" TO 
3" 

Use With:  6-16" pipe

Material:  
	 Bracket - steel; Roller - cast iron

Finish:  Green or galvanized; Roller - plain

Load Rating:  1500 lbs.

PS 1911 – Pipe Roller PS 816 – Three Piece, Heavy Duty Pipe Roller

Weight/100 units:  1,046 lbs.

Size
Fits 

Pipe Size
A B

Wt./100 
pcs

2 – 3-1⁄2"
2"

5"
3"

16021⁄2" 31⁄4" 
3" 35⁄8" 

4 – 6"
31⁄2" 5" 37⁄8" 

2154"
57⁄8" 

45⁄16"
5" 47⁄8" 

8 – 10"
6" 57⁄8" 57⁄16"

5258"
85⁄16"

71⁄8" 
10" 81⁄4" 

12 – 14"
12"

107⁄8"
97⁄8" 

1,025
14" 101⁄2"

Material: Brackets and shaft - steel; Rollers - cast iron
Finish: Brackets - painted green or galvanized;  Shaft - electro-galvanized;  
Rollers - plain
Load Rating:  950 lbs.

Chart for Dimension A

Pipe 
Size

Insulation Thickness

11⁄2" 2" 21⁄2" 3" 4"

16" – 137⁄8" 14" 141⁄2"

18" 135⁄8" 14" 141⁄8" 141⁄2" 15"

20" 141⁄8" 141⁄2" 143⁄4" 15" 151⁄2"

24" 151⁄4" 151⁄2" 157⁄8" 161⁄8" 165⁄8"

Use With:  16-24" pipe

Material: Brackets - steel;  Roller - cast iron

Finish: Brackets - painted green or galvanized;  Roller - plain

Load Rating:  2,000 lbs.

A

21�2"
B

2"

A

31�4"
3"
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Power-Strut® Engineering Catalog

PS 1902 – Pipe-Roller Assembly

Part  
No.

A
Wt./100 

pcs.
PS 1902 - 1"-2" 63⁄4 299

PS 1902 - 21⁄2"-31⁄2" 71⁄2 304

PS 1902 - 4"-6" 81⁄2 311

PS 1902 - 8" 99⁄16 319

Material: 
	 Brackets and shaft - steel;  
	 Rollers - cast iron

Finish: 
	 Brackets - painted green or galvanized; 
	 Shaft - electro-galvanized; Rollers - plain

Load Rating:  750 lbs.

Pipe
Size

No
Insulation

Insulation Thickness

1" 11⁄2"     2" 21⁄2"   3"  4"
1⁄2"

PS 1902 - 1"-2" 

PS 1902 - 1"-2"

PS 1902 - 1"-2"

PS 1902 - 21⁄2"-31⁄2"

–

–

–

3⁄4"
1"

11⁄4"
11⁄2"

PS 1902 - 21⁄2"-31⁄2""

PS 1902 - 21⁄2"-31⁄2"2"
21⁄2"
3"

PS 1902 - 21⁄2"-31⁄2"
PS 1902 - 4"-6" PS 1902 - 4"-6"

PS 1902 - 4"-6"31⁄2"
4"
5"

PS 1902 - 21⁄2"-31⁄2" PS 1902 - 4"-6"
PS 1902 - 4"-6"

PS 1902 - 8" PS 1902 - 8"6"
8" PS 1902 - 8" PS 1902 - 8" PS 1902 - 8"

A

21⁄2"

PS PP – Power-Pier

8"

3"

8"

13⁄16" Part 
Number

Power-Pier  
Bases Qty.

Description

PS PP 4 Power-Pier Base Only (4 Bases & Hardware)
PS-SPSS-6 HG 4 PS PP + 4 Pcs PS 500 EH HG @ 6" Long for up to 31⁄2" Pipe
PS-SPSS-10HG 4 PS PP + 4 Pcs PS 500 EH HG @ 10" Long for 4" to 8" Pipe
PS-MPDS-26HG 4 PS PP + 2 Pcs PS 200 EH HG @ 26" Long for Trapeze
PS-MPDS-38HG 4 PS PP + 2 Pcs PS 200 EH HG @ 38" Long for Trapeze
PS-MPDS-50HG 4 PS PP + 2 Pcs PS 200 EH HG @ 50" Long for Trapeze
PS-MPDS-62HG 4 PS PP + 2 Pcs PS 200 EH HG @ 62" Long for Trapeze

The Power-Pier Rooftop support system provides a simple 
and versatile way to support and manage pipe, tubing, 
conduit, HVAC systems, and the like.  The Power-Pier  
system supports without roof surface penetration and 
allows the parts to remain off the surface

PS 3373

PS 200

PS RS

PS 606

PS 1100

PS 200 PS RS
Threaded
Rod

PS 3373
PS 1100

PS RS

PS 1100
PS 500

PS 1100
PS 500

PA-158 PS 200 EH

PS 606

PS 1901PS 200

PS RS


