


BRACKETSBRACKETS
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Finish:  Painted Green or Electro-galvanized   Order By:  No., Size and Finish

■ PS 2401 thru PS 2403 – Ladder Rung ■ PS 2404 thru PS 2408 – Wall Ladder
Bracket
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Part Wt./
No. A B 100 pcs
PS 2404 23⁄8" 6" 113
PS 2405 43⁄8" 8" 164
PS 2406 63⁄8" 10" 216
PS 2407 83⁄8" 12" 267
PS 2408 103⁄8" 14" 318

"A"
Part Hole to Wt./
No. Hole 100 pcs
PS 2401 12" 186
PS 2402 15" 221
PS 2403 18" 254

■ PS 2422 – 371⁄2° Degree Stair Tread
Support

■ PS 2421 – 45° Degree Stair Tread Support

Weight/100 pcs: 213 lbs.
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ROLLERSROLLERS

ENGINEERING CATALOG
97

Power-Strut rollers feature cast iron
rollers and steel brackets formed by
punch press dies. The brackets have

holes for attachment to channel
with a standard channel nut and bolt.

■ MATERIAL:
Power-Strut pipe rollers consist of cast iron rollers and steel brackets.
The steel brackets are punched from hot rolled, pickled and oiled
mild steel.

■ STANDARD FINISH:
Standard finish for the roller is plain while brackets are painted green
or electro–galvanized.

■ ORDERING INFORMATION:
When ordering, add the length or size and finish to the part number.
See pages 8-10 for finish abbreviations and an example.


