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Finish:  Painted Green or Pregalvanized   Stock Length: 10 feet & 20 feet    Order By:  No. and Size

ECONOMY RACEWAY
SYSTEM FLUORESCENT
In this slot-down system the circuits run
through the fixtures and only enter the
channel where there is a break in the fixture
run. At that point the fiber wire retainer
holds wires in place and snap-in closure strip
covers the area.

KNOCK-OUT FLUORESCENT
RACEWAY SYSTEM
Listed by Underwriter's Laboratories, Inc.
Fixture is attached to slot-up channel with
chase nipple, locknut and bushing through
knock-outs in bottom of channel. Conduit
connector fitting PS-2560 holds channel and
fixture to pipe or rod.

BASIC FLUORESCENT
SUPPORT SYSTEM
Slot-down channel holds fixture
firmly in place with spring nut and
bolt. Fixtures may be added or
relocated without changing the basic
assembly.
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Finish:  Painted Green or Pregalvanized   Stock Length: 10 feet & 20 feet    Order By:  No. and Size

SLOT DOWN MERCURY
VAPOR SYSTEM
In this slot down system the mercury
vapor ballast is wired directly to the
system.

KNOCK-OUT MERCURY
VAPOR RACEWAY SYSTEM
Listed by Underwriter's Laboratories, Inc.
Fixture is attached to slot-up channel with
chase nipple, locknut and bushing through
knock-outs in bottom of channel. Conduit
connector fitting PS-2561 holds channel
and fixture to pipe or rod.

BASIC MERCURY VAPOR
SUPPORT SYSTEM – PS-3301
CLEVIS HANGER FOR USE
WITH PS-150, PS-200
In this slot up or down system, the fixture is
supported by PS-3301 clevis hanger which is
designed for use with both 15⁄8" and 27⁄16" deep
channels.
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Finish:  Painted Green or Pregalvanized   Stock Length: 10 feet & 20 feet    Order By:  No. and Size

SLOTTED SUPPORT
SYSTEM
This system is designed for
maximum ease of attaching
fixture through slotted channel
with shoulder bolt and provides
positive alignment.

GRID SYSTEM
This system is used where fixtures are hung at
right angles to Power-Strut raceways and support
channels. Any of the features of the above
systems can be adapted to this system. Ideal for
egg-crate type drop ceiling installations.
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Finish:  Painted Green or Pregalvanized   Stock Length: 10 feet & 20 feet    Order By:  No. and Size

■ PS 2560, PS 2561 – Conduit Connector
Fitting

■ PS 2640 – Wire Retainer

■ PS 655, PS 656, PS 901, PS 902,
PS 930, PS 2580, PS 2585 – Raceway
End Caps

■ PS 2511, PS 2581 – End Cap With
Knock-Out

7⁄8" Dia.

A

1⁄4" X 5⁄8" Flat Head
Machine Screws and
Nuts Included

A

127⁄64"

1⁄2"

B

A1⁄4" X 5⁄8" Flat Head
Machine  Screw and
Nut Included

11⁄2"11⁄2"

Wt./
Part No. Use With A Hole 100 pcs
PS 2560 1⁄2 Conduit" 4" 7⁄8" 36
PS 2561 3⁄4 Conduit" 51⁄8" 13⁄32" 36

Wt./
Part  No. Use With Finish A 100 pcs
PS 902 PS 100 EG 31⁄4" 22
PS 2580 PS 150 EG 27⁄16" 18
PS 655 PS 200 EG 15⁄8" 11
PS 2585 PS 210 EG 15⁄8" 12
PS 656 PS 300 EG 13⁄8" 15
PS 901 PS 400 EG 1" 11
PS 930 PS 500 EG 13⁄16" 5

Wt./
Part  No. Use With Finish A B 100 pcs
PS 2511–1 PS 100 EG 31⁄4" 13⁄4" 3.1
PS 2511–2 PS 200, PS 210 EG 15⁄8" 13⁄4" 2.7
PS 2511–3 PS 300 EG 13⁄8" 13⁄4" 2.6
PS 2581 PS 150 EG 27⁄16" 2" 3.0

ASSEMBLY:  End Cap Part, 1 Machine Screw, 1 Nut

Specify 1⁄2" or 3⁄4" knock-out

Material:  Polypropylene
Stock Size:  (.060)

Assembly:  Connector Fitting,
2 Nuts, 2 Bolts

Weight/100 pcs:  .30 lbs.
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Finish:  Painted Green or Pregalvanized   Stock Length: 10 feet & 20 feet    Order By:  No. and Size

■ PS 2632 – Swing Gate Channel Hanger ■ PS 2632D – Swing Gate Channel Hanger

■ PS 659 – Channel Hanger ■ PS 658 – Channel Hanger

9⁄32" 
Sq. Hole

23⁄4"

A

■ PS 2625 – Wiring Stud Nut■ PS 803 – Fixture Wiring Nipple

31⁄8"

111⁄16" 15⁄8"

25⁄8"

111⁄16" 15⁄8"

A 

13⁄8"
3⁄4"

5"

A

9⁄32" 
Sq. Hole

2 1⁄8"

1.100"

.800"Hole
.600" Dia.

A Dia. Use With
9⁄16" 1⁄2" Rod
7⁄8" 1⁄2" Conduit

A Dia. Use With
9⁄16" 1⁄2" Rod
7⁄8" 1⁄2" Conduit

Weight/100 pcs:  25 lbs. Weight/100 pcs:  34 lbs.

Finish:  Electro-galvanized

Use With:  PS 100, PS 150, PS 200 2T3,
and PS 210 2T3

Load Rating:  90 lbs.

Weight/100 pcs:  28 lbs. Weight/100 pcs:  30 lbs.

Use With:  PS 400, PS 500

Load Rating:  150 lbs.

NOTE: Washers supplied to adapt to 3⁄8" or 1⁄2" rod

Use With:  PS 200, PS 210, PS 300

Load Rating:  150 lbs.

NOTE:  Washers supplied to adapt to 3⁄8" or 1⁄2" rod

Weight/100 pcs:  14 lbs. Weight/100 pcs:  10 lbs.

Material:  Sintered Iron

Size:  1⁄2" - 14 Amer. Std, conduit thread
Assembly:  1⁄2" x 2" rigid conduit nipple

Bushing Locknut

Finish:  Electro-galvanized

Use With:  PS 200, PS 210, PS 300, PS 400
and PS 500

Load Rating:  90 lbs.

Part No. A Indentification No.

PS 2625-1⁄2 15⁄64" 121961

PS 2625-2-5⁄8 5⁄8" 121960
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Finish:  Painted Green or Pregalvanized   Stock Length: 10 feet & 20 feet    Order By:  No. and Size

■ PS 3301 – Mercury Vapor Fixture Hanger

■ PS 2631 – Swing Gate Fixture Hanger ■ PS 2631D – Swing Gate Fixture Hanger

5"

9⁄16"

■ PS 807 – Channel Hanger

5"

111⁄16" 15⁄8"

31⁄8"

9⁄16"

63⁄4"
Hole Size
11⁄16"

Weight/100 pcs:  27 lbs.

Use With:  PS 100, PS 150

Load Rating:  150 lbs.

NOTE: Washers supplied to adapt to 3⁄8" or 1⁄2" rod

Use With:  PS 200, PS 210, PS 300, PS 400 and PS 500

Load Rating:  90 lbs.

NOTE:  Includes Bolt and Wing Nut for connection to
fluorescent fixtures.

Finish:  Electro-galvanized

Stock Size:  1⁄4"

Use With:  PS 150, PS 200, PS 210

NOTE:  Supports fixture in slot up or down system.

Use With:  PS 100, PS 150, PS 200 2T3, PS 210 2T3

Load Rating:  90 lbs.

NOTE:  Includes Bolt and Wing Nut for connection to
fluorescent fixtures.

Weight/100 pcs:  36 lbs.

Weight/100 pcs:  154 lbs. Weight/100 pcs: 35 lbs.
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■ PS 2636 – Fixture Stud Nut ■ PS 2637 – Fixture Nut

11⁄8"

1⁄2"

■ PS 702 – Fluorescent Fixture Hanger ■ PS 703 – Fluorescent Fixture Hanger

1⁄4" X 1" RHMS and 
Sq. Nut Included

15⁄8"

27⁄16"

9⁄32" Dia. Hole  

15⁄8"

13⁄4"

1⁄4" X 3⁄4"
Carriage Bolt
and Sq. Nut Included

1⁄4" X 1" RHMS and 
Sq. Nut Included

5⁄16" 17⁄16"

Weight/100 pcs:  5 lbs.

Size:  1⁄4" x 20 thread, 11⁄4" long Size:  Tapped for 1⁄4" - 20 thread

Weight/100 pcs:  2 lbs.

Weight/100 pcs:  17 lbs.Weight/100 pcs:  19 lbs.

Hanger provides more than 1⁄8" space between
channel and fixtures.

Use hanger for PS 200 & PS 210.

Load Rating: 120 lbs.

Hanger provides more than 1⁄2" space between
channel and fixtures.

Use hanger for PS 200, PS 210 & PS 300.

Load Rating: 120 lbs.
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Finish:  Painted Green or Pregalvanized   Stock Length: 10 feet & 20 feet    Order By:  No. and Size

■ PS 702 D – Fluorescent Fixture Hanger ■ PS 703 D – Fluorescent Fixture Hanger

1⁄4" X 1" RHMS and 
Sq. Nut Included

15⁄8"

31⁄4"

9⁄32" Dia. Hole  

15⁄8"

29⁄16"

1⁄4" X 3⁄4"
Carriage Bolt
and Sq. Nut Included

1⁄4" X 1" RHMS and 
Sq. Nut Included

■ PS 707, PS 707 P – Raceway Closure
Strip

■ PS 707 – Aluminum Raceway Closure Strip

15⁄8"

.040"

15⁄8"

Hanger provides more than 1⁄2" space
between channel and fixtures.

Use hanger for PS 150.

Load Rating: 120 lbs.

Weight/100 pcs:  20 lbs. Weight/100 pcs:  18 lbs.

Weight  47 Lbs./ ft. Weight  21 Lbs./ ft.

Material/Finish:
PS 707 - Painted green and pre-galvanized

PS 707 P - Green and gray

Stock Size:  (.040) GRN, (.040) PGAL

Stock Length:  10 ft.

Use With:  All 15⁄8" wide channel.

Hanger provides more than 1⁄8" space
between channel and fixtures.

Use hanger for PS 150.

Load Rating: 120 lbs.

Material:
6063-T6 Aluminum, Copper Free, Extruded

Stock Size:  (.051)

Stock Length:  10 ft.

Use With:  All 15⁄8" wide channel



ELECTRICALELECTRICAL

ENGINEERING CATALOG120
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■ PS 649, PS 693, PS 694, PS 805, PS
942, PS 2582 – Electrical Joiner

PS 2660 – Junction Box

■ PS 2662 - A – Hub Assembly

111⁄16"
3"

2"

PS 2661 – Junction Box Cover

Weight/100 pcs:  30 lbs.

43⁄16"
43⁄16"

21⁄4"
4"

4"

63⁄4"
A 1⁄4" X 5⁄8" Flat Head Machine Screws

and 4 Hole Splice Plate Nut Included

14 Gage 

Threaded 
Plate Nut

Wt./
Part  No. A Use With Finish 100 pcs
PS 805 15⁄8" PS 100 EG, GRN 106
PS 2582 15⁄8" PS 150 EG 103
PS 649 15⁄8" PS 200, PS 210 EG, GRN 100
PS 694 13⁄8" PS 300 EG, GRN 97
PS 693 11⁄16" PS 400 EG, GRN 97
PS 942 13⁄16" PS 500, PS 520 EG, GRN 80

Use With:  PS 200, PS 210

Assembly:  1 Hub, 2 Screws, 1 Bolt, 1 Nut

NOTE:  Add hub assemblies to the basic PS
2660 unit assembly to make 1, 2, 3 ot 4-way
junction box.

Identification No. 122022

NOTE:  Add hub assemblies PS 2662-A
to make 1, 2, 3 or 4-way junction box.

Weight/100 pcs:  27 lbs.

Weight/100 pcs:  PS 2660 113 lbs.

Stock Size:  (.060)

Assembly:  1 Splice Plate Clevis (GRN),
1 Tapped Plate (EG), 1 Backplate (GRN),
4 Flat Head Machine Screws (EG).

PS 2660
Junction Box

PS 2662 A,  Hub

PS 200
Channel
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Finish:  Painted Green or Pregalvanized   Stock Length: 10 feet & 20 feet    Order By:  No. and Size

PS 2094 – 4" Receptacle Box With Knock-outs PS 2639 – Outlet Box

PS 760 – Bus Duct Connection Clevis PS 671 – Strut Suspension Member

17⁄8"

11⁄16"

121⁄32"

325⁄32"

Weight/100 pcs:  70 lbs.

11⁄2"

41⁄8"

2 Screws and
Channel Nuts

4"

A

17⁄8"
1⁄2"

13⁄16"

Outside Inside Wt./
Part  No. Width Width 100 pcs
PS 760–1 213⁄32" 129⁄32" 57
PS 760–2 325⁄32" 39⁄32" 73
PS 760–3 43⁄4" 41⁄4" 84

Weight/100 pcs:  88 lbs.Weight/100 pcs:  93 lbs.

Stock Size:  (.075)

Assembly:  1 Box, 2 Screws, 2 Channel Nuts

Stock Size:  (.075)

Assembly:  1 Box, 2 Screws, 2 Channel Nuts
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PS 2800 – Inside Strut Joiner ■ PS 2802 – “Elbow” Inside Strut Joiner

■ PS 2801 – “T” Inside Strut Joiner ■ PS 2803 – “Cross” Inside Strut Joiner

Weight/100 pcs:  20 lbs. Weight/100 pcs: 27 lbs.

Weight/100 pcs:  35 lbs. Weight/100 pcs: 45 lbs.

Material: Cast aluminum

Jam screws included

Material: Cast aluminum

Jam screws included

Material: Cast aluminum

Jam screws included

Material: Cast aluminum

Jam screws included
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■ PS 1500 – Porcelain Cable Rack Insulators

A15⁄8"

B

 Hole Size

■ PS 1510 – Maple Cable Saddle

A

■ PS 791 – Electrical Box Adapter Plate ■ PS 2627 – Spacer Clevis

2"
121⁄32"

7⁄8" DIA.

2"

4"

61⁄4" 3 Knockouts
7⁄8" Dia.

115⁄16"
13⁄16"

13⁄16"
115⁄16"

1⁄4" X 5⁄8" Flat Head 
Machine  Screws and 
Nuts Included

1⁄8"

Flourescent Fixture

Cable Wt./
Size A B 100 pcs

0"– 1" 3" 13⁄4" 31
1" – 11⁄2" 31⁄2" 2" 38
11⁄2"– 2" 4" 21⁄4" 47
2"– 21⁄2" 41⁄2" 21⁄2" 57
21⁄2" – 3" 5" 23⁄4" 68
3"– 31⁄2" 51⁄2" 3" 80
31⁄2" – 4" 6" 31⁄4" 94

Cable Wt./
Dia. A 100 pcs
3" 3" 75

41⁄2" 4" 95

Weight/100 pcs: 24 lbs.Weight/100 pcs:  35 lbs.

Stock Size:  (.060)

Assembly:  1 Plate, 2 Screws,

2 Channel Nuts

Material:12 gage

Use With:  All 15⁄8" channel
Use With:  All 15⁄8" Channel

Assembly:  Maple Part, 1 Spring Nut, 1 Flat Head Screw

NOTE:  Specify Cable Diameter
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■ PS 723 – Porcelain Cable Clamp

 Hole Size

A

B

Part Hole PS 1100 Wt./
Number Size Size A B 100 pcs
PS723 3⁄8" 3⁄8" 1" 17⁄8" 115⁄32" 51
PS723 1⁄2"  1⁄2" 47
PS723  5⁄8"  5⁄8" 46
PS723 3⁄4"  3⁄4" 11⁄2" 23⁄8" 21⁄32" 85
PS723  7⁄8"  7⁄8" 84
PS723 1" 1" 83
PS723 11⁄8" 11⁄8" 76
PS723 11⁄4" 11⁄4" 2" 27⁄8" 217⁄32" 116
PS723 13⁄8" 13⁄8" 115
PS723 11⁄2" 11⁄2" 108
PS723 15⁄8" 15⁄8" 100
PS723 13⁄4" 13⁄4" 3" 4" 35⁄8" 228
PS723 17⁄8" 17⁄8" 224
PS723 2" 2" 204
PS723 21⁄8" 21⁄8" 184
PS723 21⁄4" 21⁄4" 31⁄2" 41⁄2" 41⁄8" 255
PS723 23⁄8" 23⁄8" 255
PS723 21⁄2" 21⁄2" 250
PS723 25⁄8" 25⁄8" 245
PS723 23⁄4" 23⁄4" 4" 51⁄8" 45⁄8" 322
PS723 27⁄8" 27⁄8" 301
PS723 3" 3" 301
PS723 31⁄8" 31⁄8" 296
PS723 31⁄4" 31⁄4" 5" 61⁄8" 511⁄32" 460
PS723 33⁄8" 33⁄8" 440
PS723 31⁄2" 31⁄2" 433
PS723 35⁄8" 35⁄8" 423
PS723 33⁄4" 33⁄4" 6" 71⁄4" 63⁄4" 698
PS723 37⁄8" 37⁄8" 678
PS723 4" 4" 648
PS723 41⁄8" 41⁄8" 638
PS723 41⁄4" 41⁄4" 648
PS723 43⁄8" 43⁄8" 598
PS723 41⁄2" 41⁄2" 588

Strap Material:  Electro-galvanized steel or stainless steel

Use With:  All 15⁄8" channel.  EG includes Everdur hardware
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■ PS 722 – Porce -A- Clamp™

 Hole Size

A

B

Part Hole Wt./
Number Size A B 100 pcs

PS722 3⁄8" 3⁄8" 17⁄8" 115⁄32" 25
PS722 1⁄2"  1⁄2"
PS722 5⁄8"  5⁄8"
PS722 3⁄4"  3⁄4" 23⁄8" 21⁄32" 37
PS722 7⁄8"  7⁄8"
PS722 1" 1"
PS722 11⁄8" 11⁄8"
PS722 11⁄4" 11⁄4" 27⁄8" 217⁄32" 58
PS722 13⁄8" 13⁄8"
PS722 11⁄2" 11⁄2"
PS722 15⁄8" 15⁄8"
PS722 13⁄4" 13⁄4" 4" 35⁄8" 76
PS722 17⁄8" 17⁄8"
PS722 2" 2"
PS722 21⁄8" 21⁄8"
PS722 21⁄4" 21⁄4" 41⁄2" 41⁄8" 90
PS722 23⁄8" 23⁄8"
PS722 21⁄2" 21⁄2"
PS722 25⁄8" 25⁄8"
PS722 23⁄4" 23⁄4" 51⁄8" 45⁄8" 109
PS722 27⁄8" 27⁄8"
PS722 3" 3"
PS722 31⁄8" 31⁄8"
PS722 31⁄4" 31⁄4" 61⁄8" 511⁄32" 130
PS722 33⁄8" 33⁄8"
PS722 31⁄2" 31⁄2"
PS722 35⁄8" 35⁄8"
PS722 33⁄4" 33⁄4" 71⁄4" 63⁄4" 160
PS722 37⁄8" 37⁄8"
PS722 4" 4"
PS722 41⁄8" 41⁄8"
PS722 41⁄4" 41⁄4"
PS722 43⁄8" 43⁄8"

Patents Pending

Strap Material:  Electro-galvanized steel or
stainless steel

Use With:  All 15⁄8" channel

Porce –A– Clamp™
• Non-Breakable TPE Material

• U.V. Resistant

• U.L. Listed

• Electro-galvanized or Stainless Steel Clamps

• Tapered Flange to Protect Cable

• Dielectric Strength 525 Volts Per Mil.

• One Piece

• Replaces Porcelain & Maple Cable Clamp

• For use in accordance with National Electrical Code
ANSI/NFPA 70.

Replaces the two piece PS 723 Porcelain Cable Clamp

Includes Everdur Hardware
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■ PS 1801 – Square Maple Cable Clamps

 Hole Size

A15⁄8"

B

■ PS 1610 – Maple Cable Clamp

 Hole Size

A

■ PS 1850 – Maple Bus Bar Clamp

15⁄8"

A

4"

1⁄4" Maple
Separator

B

Inside PS 1100 Wt./
Diameter A Size 100 pcs

0
 to 5⁄8" 15⁄16" 1" 24

1⁄2 to 1" 115⁄16" 11⁄2" 42
3⁄4 to 11⁄2" 23⁄8" 2" 54
11⁄4 to 13⁄4" 31⁄2" 3" 65
11⁄2 to 21⁄4" 4" 31⁄2" 84
2 to 21⁄2" 41⁄2" 4" 107
21⁄4 to 3" 59⁄16" 5" 123
3 to 4" 65⁄8" 6" 163

Inside
Diameter Wt./

Size A & B 100 pcs
0"– 1" 31⁄2" 84

1"– 11⁄2" 4" 102
11⁄2"– 2" 41⁄2" 121
2"– 21⁄2" 51⁄2" 165
21⁄2" – 3" 6" 189
3"– 31⁄2" 61⁄2" 215
31⁄2"– 4" 7" 243

Bus # of
Bar Separa- Wt./

Type Size A B tors 100 pcs
1 1⁄4 x 2" 81⁄2" 53⁄8" 0 360
2 1⁄4 x 2" 91⁄2" 53⁄8" 2 400
3 1⁄4 x 2" 101⁄2" 53⁄8" 4 430
4 1⁄4 x 2" 111⁄2" 53⁄8" 6 460
5 1⁄4 x 2" 121⁄2" 53⁄8" 8 490
6 1⁄4 x 2" 131⁄2" 53⁄8" 10 520
1 1⁄4 x 4" 81⁄2" 73⁄8" 0 421
2 1⁄4 x 4" 91⁄2" 73⁄8" 2 465
3 1⁄4 x 4" 101⁄2" 73⁄8" 4 509
4 1⁄4 x 4" 111⁄2" 73⁄8" 6 553
5 1⁄4 x 4" 121⁄2" 73⁄8" 8 597
6 1⁄4 x 4" 131⁄2" 73⁄8" 10 631
1 1⁄4 x 6" 81⁄2" 93⁄8" 0 567
2 1⁄4 x 6" 91⁄2" 93⁄8" 2 628
3 1⁄4 x 6" 101⁄2" 93⁄8" 4 689
4 1⁄4 x 6" 111⁄2" 93⁄8" 6 750
5 1⁄4 x 6" 121⁄2" 93⁄8" 8 811
6 1⁄4 x 6" 131⁄2" 93⁄8" 10 872

Use With:  All 15⁄8" Wide Channel

Assembly:  Maple Part, Pipe Clamp Assembly

NOTE:  Specify Cable Diameter

Use With:  All 15⁄8" Channels.

Assembly:  Maple Part, 3 Stud Bolts, 3 Spring Nuts,
3 Square Nuts, 3 Washers

Use With:  All 15⁄8" Wide Channels.

Assembly:  Maple Part, 2 Stud Bolts, 2 Washers,
2 Spring Nuts, 2 Square Nuts

NOTE:  Special maple clamps can be made to order.
Specify Cable Diameter.
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A selection of heavy-duty to light-duty
“continuous” and “spot” concrete

inserts is available for use in pre-cast,
pre-stressed or poured-in-place concrete

floors, walls or ceilings.

■ MATERIAL:
Power-Strut continuous slotted concrete inserts are cold formed from
structural quality strip steel.

■ STANDARD LENGTHS:
Standard lengths are 10 or 20 feet. Non-standard lengths from 3 inches
to 20 feet are also available.

■ STANDARD FINISH:
Power-Strut continuous-slotted concrete inserts are available in plain or
pre-galvanized finishes. Closure strips (CS) are made of plastic and end
caps (EC) are pre-galvanized.

■ ORDERING INFORMATION:
When ordering, add the length or size and finish to the part number.
See pages 8-10 for finish abbreviations and an example.


