
FITTINGSFITTINGS

ENGINEERING CATALOG 81

Finish:  Painted Green or Electro-galvanized   Order By:  No., Size and Finish

■ PS 923 – Five-Hole Double Wing Connector

Weight/100 pcs: 93 lbs.

2"

17⁄8"

15⁄8"121⁄32"

513⁄32"

■ PS 821 – Eight-Hole Double Wing Connector

Weight/100 pcs:  150 lbs.

37⁄8"

17⁄8"

15⁄8"

513⁄32"

121⁄32"

■ PS 913 – Ten-Hole Double Wing Connector

Weight/100 pcs: 193 lbs.

15⁄8"

37⁄8"

95⁄32"

33⁄4"

121⁄32"

■ PS 945 – Ten-Hole Gussetted Double Wing
Connector

Weight/100 pcs:  274 lbs.

95⁄32"

15⁄8"

37⁄8"

33⁄4"

121⁄32"

■ PS 668 – Six-Hole Triple Wing Connector

Weight/100 pcs: 113 lbs.

2"

17⁄8"

15⁄8"

513⁄32"

121⁄32"

■ PS 670 – Nine-Hole Triple Wing Connector

Weight/100 pcs: 177 lbs.

17⁄8"

37⁄8"

15⁄8"

513⁄32"

121⁄32"



FITTINGSFITTINGS

ENGINEERING CATALOG82

Finish:  Painted Green or Electro-galvanized   Order By:  No., Size and Finish

■ PS 3013, PS 3013 SQ – Post Base ■ PS 3025, PS 3025 FL – Post Base

Weight/100 pcs: 307 lbs. Weight/100 pcs:  358 lbs.

■ PS 3033, PS 3033 SQ – Post Base

Weight/100 pcs: 373 lbs.

■ PS 3040 – Post Base

Weight/100 pcs:  297 lbs.

15⁄8"15⁄8"

5"5"
5⁄8"5⁄8"

31⁄2"

4 Holes
7⁄16" Dia.

15⁄8"

6"

3" 3"

6"

3"

3"

6"

4 Holes
3⁄4" Dia.

6"

3"

7⁄8"

7⁄8"

7⁄8"

7⁄8"

3"

3"

3"
6"

4 Holes
3⁄4" Dia.

(PS 3013 SQ)

31⁄2"

6"

3" 3"

6"

3"

3"

6"

4 Holes
3⁄4" Dia.

6"

3"

7⁄8"

7⁄8"

7⁄8"

7⁄8"

3"

3"

3"
6"

4 Holes
3⁄4" Dia.

(PS 3033 SQ)

31⁄2"

6"

4"

2"

1"

1"

2"

1" 1"

(PS 3025) (PS 3025 FL)(PS 3013)

(PS 3033)

■ PS 669 – Twelve-Hole Triple Wing Connector

Weight/100 pcs: 230 lbs.

15⁄8"
95⁄32"

37⁄8"

33⁄4"

121⁄32"

■ PS 2514 – Eight-Hole Gussetted Double
Corner Connector

Weight/100 pcs: 315 lbs.

33⁄4"

53⁄8"

33⁄4"



FITTINGSFITTINGS

ENGINEERING CATALOG 83

Finish:  Painted Green or Electro-galvanized   Order By:  No., Size and Finish

■ PS 3041 – Double-Column Post Base ■ PS 3029 – Double-Column Post Base

15⁄8"

6"

3" 3"

6"
3"

3"

6"

4 Holes
3⁄4" Dia.

111⁄16"

115⁄16"

31⁄8"

■ PS 2064 – Double-Column Post Base ■ PS 3064 – Double-Column Post Base

31⁄2"
31⁄2"

7"
4" 6"

3" 3"

6"
3"

3"

6"

4 Holes
3⁄4" Dia.

2"

3⁄4"

3⁄4"

Weight/100 pcs: 311 lbs. Weight/100 pcs:  408 lbs.

Use With:  PS 100, PS 200 2T2, PS 200 2T3,
PS 200 2T4 and PS 200 2T5

Weight/100 pcs: 116 lbs Weight/100 pcs: 325 lbs.

Use With:  PS 100, PS 200 2T3, and PS 210 2T3. Use With:  PS 100, PS 200 2T3, PS 210 2T3

Use With:  PS 100, PS 200 2T2, PS 200 2T3,
PS 200 2T4 and PS 200 2T5

■ PS 2521 – Two-Wheel Trolley ■ PS 2522 – Four-Wheel Trolley

11⁄4"
5⁄8"

5⁄8"

Hole
9⁄16" Dia.

115⁄16"

15⁄16"

9⁄32"

13⁄16"

13⁄16"

313⁄32"

1⁄4"

31⁄2"

13⁄16"
15⁄16"

15⁄16"

13⁄16"

3 Holes
9⁄16" Dia.

Weight/100 pcs: 46 lbs.

Material:  Carbon Steel Wheels have stainless steel ball bearings

Finish:  Electro-Galvanized

Use With:  PS 200   Load Rating:  300 lbs.

Weight/100 pcs: 110 lbs.

Material:  Carbon Steel Wheels have stainless steel ball bearings

Finish:  Electro-Galvanized

Use With:  PS 200  Load Rating:  600 lbs.



FITTINGSFITTINGS

ENGINEERING CATALOG84

Finish:  Painted Green or Electro-galvanized   Order By:  No., Size and Finish

■ PS 2524 – Two-Bearing Light Duty Trolley ■ PS 2525 – Four-Bearing Light Duty Trolley

11⁄4"
3⁄4"

9⁄32"  Dia. Hole

13⁄16"
123⁄32"

11⁄4"

1⁄4" 7⁄16"

9⁄32"
7⁄16"

121⁄32"

3⁄16" 9⁄32"

13⁄16"11⁄4"

■ PS 2528 – Trolley Beam Standard Support ■ PS 2528 - 1 – Trolley Beam Heavy Support
and Track Joiner

33⁄4"

31⁄2"

1"

2 Holes 
7⁄16"  Dia.

1 Hole 
9⁄16"  Dia. 

33⁄4"

15⁄8"

2 Holes 
7⁄16"  Dia.

1 Hole 
9⁄16"  Dia. 

1"

Weight/100 pcs:  220 lbs.

Use With: PS 200, PS 210
Load Rating:  2,500 lbs.

Use With:  PS 200, PS 210
Load Rating:  600 lbs.

Weight/100 pcs: 102 lbs.

Weight/100 pcs:  55 lbs.Weight/100 pcs:  21 lbs.

Load Rating:  50 lbs. Load Rating:  100 lbs.

1"
1"

1"

9⁄32"  Dia. Hole

9⁄16"x 9⁄32"  Slots

31⁄8"



PIPE & CONDUIT CLAMPSPIPE & CONDUIT CLAMPS

ENGINEERING CATALOG 85

Power-Strut pipe, conduit and O.D.
tubing clamps are formed in punch

press dies in a wide selection of sizes to
meet every requirement.

MATERIAL:
Power-Strut pipe, conduit and O.D. tubing clamps are made on punch
press dies from hot rolled, pickled and oiled steel which conforms to the
ASTM A-1008, A-1011 SS, A-575 and A-576 standards.  Select sizes of
O.D. tubing clamps are available in stainless steel or aluminum.

STANDARD FINISH:
All steel clamps are electro-galvanized. Select sizes of O.D. tubing clamps
are available in copper plated finish. PVC coatings are available upon
special request.

ORDERING INFORMATION:
When ordering, add the length or size and finish to the part number.
See pages 8-10 for finish abbreviations and an example.


